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The company TORK Ltd is a service provider who

is able to serve to the customers with a large service

scale in the metal sector of the industry and provides
complete solutions systems beginning from the
project design stage and till final solution stage. The
main point of our services is the production of metal
products which are used in the anchorage technology.
We are able to realize the production of required metal
' products with the sample production stage and can go on

._ o up to the large scaled serial production stage by using different
m types of row material. Innovative ideas, the close follow up of

the requirements of the market and the continuing investments

in relation with machinery and equipment enable us to cover the
needs and desires of our customers in a flexible manner and within a

short reaction and planning period. We fulfill the services required from

our customers in a qualified, cost efficient and time focused way.

The activities done in our company are placed in the below given service areas:
* Sheet metal processing

+ Stamping

* Assembly

+ Galvanic

We are able to enlarge our multi directional production possibilities according to the needs
and demands of our customers by cooperating with corporative partners and elite part
producing companies who possess as efficient quality management systems as ours.

» Sheet Metal Processing via Mechanical Press Machines

Our modern built machinery possesses many mechanical and hydraulically presses which
have press forces varying between 15 KN and 1500 KN and thanks this we are almost
limitless in the frame of pressing and forming technology. With manual and semi-automatic
processes we are able to produce all kind of parts required by our customers in accordance
with their demands and drawings.

» Stamping

Our press automates with different pressing forces varying between 150 KN and 1300 KN
are enabling us to realize economical productions in the serial production area. In order to
realize an as rational as possible working especially in relation with large scaled serial
productions we can support this possibilities with progressive equipments. Our existing
band system supports the production process by transporting material with maximum 4mm
thickness and 350 mm width directly from the coil to the working area of the presses.
The additional services which we are able to provide are located within the below given
areas:

» Chrome 6 less surface purification process

All additional services are generally realized in our own facilities.

» We are able to do covering jobs in accordance with the application are up to 200 h corrosion
toughness.

« We are able to do salt blasting tests in our own facilities.

CNC - Drawings, Norm part




Short description of technical features :

Worm Drive Hose clamps to DIN 3017- TS 12091

Clamp band & cover

Norm Standard

* DIN 1623 P2 - Steel flat products; cold reduced sheet and strip

e DIN EN 10130:1999 - Cold-rolled low-carbon steel flat products
for cold forming.

Types of clamp band

* W1 - Perforated Band

¢ Band width 8.5-10 - 14 mm

* Safety - convex band edges avoid damage of fastened hose

Screw Types of screw
Norm Standard
* DIN en 10263 grade cq 15 - Steel rod, bars and

wire for cold heading and cold extrusion w7 @ e

e Across flats width is (SW) 7 mm. in all products Philipshead  Optional - Sltted head
Band width (b1) 14 mm = SW 8

Salt spray testing details

Standard Light Blue min. 72
Optional Yellow min. 150

« Tork Hose Clamps are applicated to ‘Salt Sprey Test'

according to ASTM B 117 standard.

* No chronmium VI used for the coating of the closure

components



HOSE CLAMPS

ork Hose Clamps

Band ‘ Torque value Coating
Thickness thickness
Max(est.) Min
Nm.

Screw | Quantity
head | Pcs.Box

14 mm Perforated b Hose Clamps

Band ‘ Cover ‘ Torque value Coating .
Diameter d \?V?gti Thickness thickness Shg:: Sg:g"ot){
(mm) inch b1 s b2 h Min  Max(est)  Min SW .
0.1 max max Nm. Nm. pm

Dimensions in "mm"
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TABLE 2: TORQUE ' =)
| TABLEZTORQUE N

Material Recommended Failure

Size @D (mm)
(Table-3) Torque Torque



HOSE CLAMPS

rLes

Product
Code
C1-01
C1-02
C1-03
C1-04
C1-05
C1-06
C2-01
C2-02
C2-03
C2-04
C2-05
C2-06
C2-07
C2-08
C2-09
Cc2-10
ca-
Cc2-12
Cc2-13
Cc2-14
C2-15

—>O5

QD

nch

m
1/2"-3/4"
5/8"1"
| 30-45 [13/16™13/4"
| 40-60 [15/8"-23/8"
| 60-80 [23/8"-31/8"

| 05 |¢oo3| +01 |-o1 |+o1 |+o1|+015| <01 |+o.3 -01 | 403,01

0.7|9.0(7.0|13 [7.0|9.7| 15| 10.8 | 1.7

70-90 |23/4"-31/2"| 26

31/8"-4"
4"-4 3/4"
120-140 [4 3/4"-51/2"

140-160 (51/2"-61/4"



Specifications

These strong DIN 3017-2 clamps provide high
clamping forces and optimum sealing
advantages and olso perform excellent hose
protection by inner support especially during
hose installations.
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S CLAMPS

Technical Specifications

bt (b2 | h | sl |d2 L S2 Material Corrosion Bolt Head Type
£0.3| max. |max. +0,2-0,1 Resistance

@HHME. W1-DIN EN 10326-04 S350-GD+Z @9 - P40 | IS0 1207 Slotted Cheese Head Bolt %‘
12 mmmmn W1-DIN EN 10326-04 S350-GD+Z 12 - 350 DIN 931 Slotted Bolt =

10 | W1-DIN EN 10326-04 S350-GD+Z 920 - @70 DIN 931 Slotted Bolt @

—>O7



Features and Benefits :

» For heavy duty applications where large tightening
force are required

» Rolled edge presents hose damage
» Heavy duty clamp for all kinds of securing and fastening
in which a total air tight quality is required at avarage

and strong pressure

» Application field: automotive, industry, agriculture
and building




CLAMPS (&) G _

Technical Specifications

Size b b1 d L SW
(D) | (mm) | (mm) | (mm) | (mm) | (mm)

17-19

MATERIALS

Band :DCO1- DIN EN 10130
Bolt :20MnB4 - Zn plated
: DD11 - DIN EN 10111

—

30 | 336 | MIO | 112 17

: AISI 430 Stainless Steel
: 20MnB4 - Zn plated
: DD11- DIN EN 10111

| 19-21 |
| 21-23 |
| 23-25 |
| 25-27 |
| 27-29 |
| 29-31 |
| 31-34 |
| 34-37 |
| 37-40 |
| 40-43 |
| 43-47 |
| 47-51 |
|_51-55 |
| 5559 |
| 59-63 |
| 6368 |
| 6873 |
| 7379 |
| 79-85 |
| 8591 |
| 9197 |
| 97-104 |
 104-112 |
| 12121 |
| 121130 |
130-140 |
| 140-150 |
150-162 |
187-200 |
200-213 |
213-226 |
226-239 |

N
W
=
N
ul
N




| %

(Without Rubber Profile) i

te

Technical Specifications

Material Width (b) ‘ 9 ‘ 12 ‘ 15 ‘ 20 ‘ 25

Diameter D (mm) | 95-040 | ©5-080 | ©5- @14 @15-@100 | @10-025 $26-9130 | BI15-049 @50 - B150
Material ThicknessS1 wi 0,80 0,80

| = ws | o40 | o40 | o060 | oe0 | o080 | 08 | 100
2 wa| o4 | o040 | o60 | oe0 | oso | o080 | 100 |

TotaMetera Thickness 52 Wi_| 140 | 1s0 | te0 | 18 | 230 | 2s0 | 25 |
wa | w0 | o | w0 | e | 2s | 2. | 2s |
 wa | o | wso | w0 | e | am | as: | 25 |
Toevametwr@ | 043 | s | eea0 | owa0

o/2mas

Features and Benefits:

» Our connection clamps are DIN 3016 standard can be used for fixing
hydraulic pipes, hoses and cables.
» The band around fastening hole is reinforced.

1@4—



CC D CLAMPS

(With Rubber Profile)

51

Technical Specifications

Material Width (b) 9 ‘ 12 ‘ 15 ‘

@ |

20 25

@5-040 | @5-080 | @5-@14
060 | 0,80
)

Diameter D (mm)
Material ThicknessS1

Total Material Thickness S2

1,60 P 1,60
1,60 ! 160

(D/2)+11,2

Hole Daimeter (d)
Distance - L1
Distance - L2

Rubber Thickness (S3)
Rubber Width (b2)

(D/2)+5,7
(D/2)+10,2 (D/2)+18,7

Features and Benefits:

» Our connection clamps are DIN 3016 standard can be used for fixing
hydraulic pipes , hoses and cables.

» The rubber profile is an excellent insulator and absorbs jolts and
vibrations.

» The band around fastening hole is reinforced.

@15- 3100 | @10 - 325
080 ! 1,00

026- 9130 | @15-049 @50 - B150
! 080

i 0,80

1,00 ! 1,00
1,00 i 1,00
25 2.75

08,40
(D/2)+14,5
(D/2)+24,5

910,50
(D/2)+17,5
(D/2)+30

—>11



(With Nuts & Rubber Profile)
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Technical Specifications
Product Size Tighten Material Material Hanging Nuts | SW | H L Breaking | Recommended | Connection
Code (Inch) | Range D(mm) Dimension (bxs) (A) Load (kN) Load (kN) Screw (C)

Features and Benefits: Rubber Profile:

» Single screw clamps » Extruded profile

» Clamp easy to close with one hand » Chlore - free

> Electro zinc plated (5-10um) » Resistant to ozon UV, weather and sea water
» Noise insulating lining EPDM rubber (Black) » Temperature resistance from - 50°C to 110°c
» Noise insulation according to DIN 4109 » Shore A hardness 50+5

» Time and energy saving insert on the pipes overhead installation

» Fire behavior DIN 4102 class B2

»

Locking screw: Flat head screw with combination recessed head



DG1 PIPE CLAMPS

(With Combi Nuts & Rubber Profile)
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Technical Specifications
Product Size Tighten Material Material HangingNuts | SW | H L Breaking | Recommended | Connection
Code (Inch) | Range D(mm) Dimension (bxs) (A) Load (kN) Load (kN) Screw (C)

cooral v | s [omovom| ysee | wemo [l g2 3 | oo | wea

| DINENT0130 | 1,5x22 | M8/Mi0 | 13 /435 5,7 | 3 | 08 |

mmmmmmn“m
| 3/4" | 23-28 | DINEN10130 | 15x22 | M8/MI0 [ 13 /535|643 | 3 | 08 | M5x20 |
CSDGI-05| 1" | 3136 | DINEN10130 | 15x22 | M8/Mi0 |13 | 61 | 735 | 3 | 08 | M5x20 |
| 11/4" | : | DINENT0130 | 15x22 | M8/Mio [ 13 /685 823 | 3 | 1 | M5x20 |
11/2" | 4450 |DINEN10130 | 15x22 | M8/MI0 | 13 [755| 895 3 | 1 | M5x20 |
CSDG1-08] - | 5458 [DINEN10130 | 15x22 | M8/MIO | 13 | 8 [ 955 | 3 [ 1 | M5x20 |
CSDG1-09] 2" | 59-65 |DINEN10130 | 15x22 | M8/Mi0 | 13 865/ 1001 | 3 [ 1 | MSx20 |
CSDGI-10| - | 63-67 [DINEN1030 | 2x25 | M8/MiO | 1390 [ 103 | 3 [ 1 | Méxa5 |
CSDGI-1| - | 70-73 [DINEN1030 | 2x25 | M8/MO |13 |96 [1093]| 3 [ 1 | Méx25 |
CSDGI-12|21/2"| 7480 [DINEN10130 | 2x25 | M8Mio |13 [103| 16 | 3 [ 1 | Méx25 |
CSDG1-13 mﬂmmﬂ-mm--lm:.

CSDGI-14| - | 101106 [DINEN10130 | 2x25 | M8/MiO | 13 [129] 142 | 3 |

CS DG1 - 15 mmmmmm--m

Features and Benefits: Rubber Profile:

» Single screw clamps » Extruded profile

» Clamp easy to close with one hand » Chlore - free

» Electro zinc plated (5-10um) » Resistant to ozon UV, weather and sea water
» Noise insulating lining EPDM rubber (Black) » Temperature resistance from - 50°C to 110°c
> Noise insulation according to DIN 4109 » Shore A hardness 50«5

» Time and energy saving insert on the pipes overhead installation
» Fire behavior DIN 4102 class B2

» Locking screw: Flat head screw with combination recessed head
» Connecting nut with combination thread M8/M1

» 13




(With Welding Wood Screw&Rubber Profile)
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Technical Specifications
Product Size Tighten Material Material Hixe H L Breaking | Recommended | Connection
Code (Inch) | Range D(mm) Dimension (bxs) Load (kN) Load (kN) Screw (C)

Features and Benefits:

» Single screw clamps with welded threaded shoulder woodscrew
» Clamp easy to close with one hand

» Electro zinc plated (5-10um)

» Noise insulating lining EPDM rubber (Black)

Noise insulation according to DIN 4109

Time and energy saving insert on the pipes overhead installation
Fire behavior DIN 4102 class B2

Locking screw : Flat head screw with combination recessed head
Provides time saving installation with easiness

Plastic dowels are mounted directly

»
>
»
»
»
»

Rubber Profile:

» Extruded profile

> Chlore - free

> Resistant to ozon UV , weather and sea water
» Temperature resistance from - 50°C to 110°c
» Shore A hardness 50+5



DG1 PIPE CLAMPS

(With Welding Wood Screw&Rubber Profile)

Connection
Screw (C)

Material
Dimension (bxs)

Product
Code

Tighten
Range D(mm)

mﬂ-mmm 39 |
| 3/4" | 23-28 | DINEN10130 |  15x22 | 7x100 [23-28 643 | 39 | 13 | M5x20 |
UTDGI-05| 1" | 31-36 | DINEN10130 | 15x22 | 7x100 [31-36| 735 | 39 | 13 | M5x20 |
11/4" | 38-44 | DINEN10130 |  15x22 | 7x100 |38-44| 823 | 48 | 16 | M5x20 |
m-mz-mmm-_-m-
| DINENT0130 | 15x22 | 7x100 |54-58| 955 | 48 |

Uroci-0s| 27| swes | oNENToo | tares | rioo sves oot | 48 | i | Moo |

Rubber Profile:

Features and Benefits:

» Single screw clamps with welded threaded shoulder woodscrew » Extruded profile

» Clamp easy to close with one hand » Chlore - free

» Electro zinc plated (5-10um) » Resistant to ozon UV, weather and sea water
» Noise insulating lining EPDM rubber (Black) » Temperature resistance from - 50°C to 110°c
» Noise insulation according to DIN 4109 » Shore A hardness 50+5

» Time and energy saving insert on the pipes overhead installation
» Fire behavior DIN 4102 class B2

» Locking screw : Flat head screw with combination recessed head
» Provides time saving installation with easiness

» Plastic dowels are mounted directly

» 10




(With Nuts & Rubber Profile)

Technical Specifications

Product Size Tighten Material Material Hanging Nuts | SW | H L Breaking | Recommended | Connection
Code (Inch) | Range D(mm) Dimension (bxs) (A) Load (kN) Load (kN) Screw (C)

am-zmr—mmmmmmm—m

2
[T]

|SDG2-06 |

SDG2-07 [ 11/2" | 4450 | DI
SDG2-08| - | 5458 [ DI
SDG2-09 | 2" [ 5965 | D
SDG2-10 [ - | 6267 |D
SDG2-11_[21/2" 7480 [ D
SDG2-12 [ 3" | 8393 |D
SDG2-13 [ - [ 95103 | DI
SDG2-14 | 4" | 108-118 | D
SDG2-15 [ - | 121127 | D
SDG2-16 [ 5" | 132143 | D
SDG2-17 | 6" | 159-169 [ D
Bm— 198-202 L.

|n r4'|u ZZ|= r4|u ZZ= n{'y4|u == n{'in“u
M ullu S Nttt ullullu

ammml.. .mm-m-mm-mlm
Features and Benefits: Rubber Profile:
» Two-piece pipe clamp with lining > Extruded profile
» Locking screw secured against loss » Chlore - free
» Better adaptation to different pipe cross sections due to two locking screws > Resistant to ozon UV , weather and sea water

» Electro zinc plated (5-10um) » Temperature resistance from - 50°C to 110°c
» Noise insulating lining EPDM rubber » Shore A hardness 50+5

> Noise insulation according to DIN 4109

> Locking screw : Flat head screw with combination recessed head

» Fire behavior DIN 4102 class B2

10 <




DGZ2 PIPE CLAMPS

(With Combi Nuts & Rubber Profile)

> |

G="=0} ﬂ

Technical Specifications

Size Tighten Material Hanging Nuts | SW L Breaking | Recommended | Connection
(Inch) |Range D(mm) Dimension (bxs) (A) Load (kN) Load (kN) Screw (C)

mm._m M8/M10 IEI!EE““IME
1519 [ DIN
-m--mmmmm‘--m_m
EN10130 [ 1,5x20 | | 13 /495/705 | 3 | 08 | Méxi8 |
| 13 | 60 | 3 | 1 | Méxi8 |
| _M8/Mi0 | 13648 | 3 | 1 | M6xi8 |
EN10130 [ 15x20 | M8/MIO [ 13 [705] 94 | 3 | 1 [ Méxi8 |
EN10130 [ 1,5x20 | M8/MIO [ 13 [8,5/102 [ 3 | 1 [ Méxi8 |
ENT0130 |  1,5x20 | M8/MI0 | 13 [865[109 | 3 | 1 | M6xi8 |
| _M8/Mi0 | 13885[120 | 3 | 1 | M6xi8 |
| 2x25 | M8/MI0 | 17 [1025] 133 | 35 | 15 | Méx25 |
: EN10130 [ 2x25 | M8/MIO [ 17 [115]145 | 35 | 15 [ Méx25 |
CSDG2-13| - | 95103 | DINENTOI30 | 2x25 | M8/MI0 | 17 [122[155 | 35 | 15 | M6x25 |
CSDG2-14] 4" | 108-118 [ DINEN10130 | 2x25 | M8/MIO | 17 |1365| 169 | 35 | 15 | Méx25 |
CSDG2-15] - | 121127 | DINEN10130 | 2x25 | M8/MI0 | 17 [1455[ 178 | 35 | 15 | M6x25 |
CSDG2-16| 5" | 132143 |DINENTOI30 | 2x25 | M8/MI0 | 17 [1615/1985| 35 | 15 | M6x25 |
CSDG2-17| 6" | 159-169 | DINEN10130 | 2x25 | M8/MI0 | 17 [1895[/229 | 35 | 15 | M6x25 |
CSDG2-18 —I' EN10130 [  2x25 | M8/MIO | 17 2205/ 262 | 35 | 15 | M6x25 |
CSDG2-19| - | EN10130 [  2x25 | M8/MIO [ 17 [230[275 [ 35 | 15 [ M6x25 |

G062 20 & | Bie2zs | DINENToR0 | siss | Mawio | 7 [z995| 263 | 35 | 15| Wiewss |

Features and Benefits: Rubber Profile:

Product Material

Code

» Single screw clamps » Extruded profile

> Clamp easy to close with one hand > Chlore - free

» Electro zinc plated (5-10um) » Resistant to ozon UV, weather and sea water
» Noise insulating lining EPDM rubber (Black) » Temperature resistance from - 50°C to 110°c
» Noise insulation according to DIN 4109 » Shore A hardness 505

» Time and energy saving insert on the pipes overhead installation
» Fire behavior DIN 4102 class B2
» Locking screw: Flat head screw with combination recessed head
» Connecting nut with combination thread M8/M10
» 1/




L=
(With Welding Wood Screw&Rubber Profile
Technical Specifications
Product Size Tighten Material Material Hixe H L Breaking | Recommended | Connection
Code (Inch) | Range D(mm) Dimension (bxs) Load (kN) Load (kN) Screw (C)

sroce-ol mmmmnm“m

"~ STDG2- 02 | 7x70 | 93 | 60 | 25 |

STDG2-03 mm-m-mm“m
mam | M6x18 |

STDG2 - 05 | 3136 [ DINEN10130 | 15x20 | 7x70 79 o8 |

STDG2-06[ 11/4" | 38-44 | DINEN10130 | 15x20 | 7x70 [165| 88 | 25 | 08 | M6x18 |

STDG2-07[11/2" | 44-50 | DINEN10130 | 15x20 | 7x70 [123 | 94 | 25 | 08 | M6x18 |

STDG2-08| - | 5458 |DINENIO130 | 15x20 [ 7x70 | 131 | 102 | 25 | 08 | Méxi8
STDG2-09| 2" | 59-65 |DINENT0O130 | 15x20 [ 7x70 [139 | 109 | 25 | 08 | Méxi8
STDG2-10| - | 6267 |DINENIO130 | 15x20 [ 7x70 | 141 ] 120 | 25 | 08 | Méxi8

“sToG2 M |21/2"| 7480 | DINENTO0 | 2x25 | 7at0 | To5 | 133 | 25 | 08 | Mexes |

Features and Benefits: Rubber Profile:

» Two-piece pipe clamps with welded threaded shoulder woodscrew » Extruded profile

» Locking screw secured against loss. > Chlore - free

» Better adaptation to different pipe cross sections due to two locking screws. > Resistant to ozon UV , weather and sea water
» Electro zinc plated (5-10um) » Temperature resistance from - 50°C to 110°c
> Noise insulating lining EPDM rubber > Shore A hardness 50+5

» Noise insulation according to DIN 4109

» Locking screw: Flat head screw with combination recessed head

» Fire behavior DIN 4102 class B2

18 <




DG2 PIPE CLAMPS

(With Welding Wood Screw&Rubber Profile)

| T

Connection
Screw (C)

Material
Dimension (bxs)

Product Material

Code

Tighten
Range D(mm)

UT DG2- 01 DIN EN 10130
UTDG2- 02 -mﬂm-m-mmm-m_m
UT DG2- 03 2024 [ DINENT0130 | 15x20 [7x100 | 127 | 62 | 25 | 08 | Méxi8 |
UTDG2-04] 3/4" | 2328 |DINEN10130 | 15x20 [7x100 1315|705 | 25 | 08 | Méx18 |
UTDG2-05] 1" | 3136 | DINEN10130 | 15x20 [7x100 | 142 | 79 | 25 | 08 | Méxi8 |
UTDG2-06[11/4" | 38-44 |DINEN10130 | 15x20 [7x100 | 146 | 88 | 25 | 08 | Méxi8 |
UTDG2-07|11/2" | 4450 |DINENT0130 | 15x20 [ 7x100 [1525| 94 | 25 | 08 | Méxi8 |
UTDG2-08| - | 5458 |DINEN10130 | 15x20 [7x100 [1605| 102 | 25 | 08 | Méxi8 |
UTDG2-09| 2" | 59-65 |DINENT0130 | 15x20 | 7x100 [1685| 109 | 25 | 08 | Méxi8 |
UTDG2-10 | - | 6267 | DINENHOI30[ 15x20 1700117051 120 | 25 | 08 | M6xd3 |

UTDG2 -1t [27/2| 7480 | DINENTOi30 | 2x25 | 7xio0 [1845| 133 | 25 | 08 | Mex@s

Features and Benefits:

Rubber Profile:

» Two-piece pipe clamps with welded threaded shoulder woodscrew » Extruded profile

» Locking screw secured against loss. » Chlore - free

» Better adaptation to different pipe cross sections due to two locking screws. » Resistant to ozon UV, weather and sea water
» Electro zinc plated (5-10um) » Temperature resistance from - 50°C to 110°c
» Noise insulating lining EPDM rubber > Shore A hardness 50+5

» Noise insulation according to DIN 4109

» Locking screw : Flat head screw with combination recessed head

» Fire behavior DIN 4102 class B2

» 19




(With Nuts&Without Rubber Profile)
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Technical Specifications

Product | Size Tighten Material Material Hanging Nuts | SW | H L Breaking | Recommended | Connection
Code (Inch) | Range D(mm) Dimension (bxs) (A) Load (kN) Load (kN) Screw (C)

mmmmmmmm—m
[SDc2-02/ 3/8" | 1510

L3 D62 -03[ 2" 2024 DI
[5DG2-04/ 3/4" | 2328 | DI
15D62-05] I | 3r36 | DI
L5DG2-06/T1/4" | 3844 | DI
L5DG2-07[11/2" | 4450 | DI
15D62-08] - | 5458 | DI
L5DG2-09] 2" | 5965 | DIl
15DG2-10| - | 6267 | DI
L5DG2-1i [27/2"| 7480 | DIN
L5DG2-12| 3" | 8393 | DINEN
1506213 - | 9503 DI
L5DG2-14] 4" | 108118 [ DI
L5DG2-15| - | 12ri27__| DI
L5DG2-16 | 5" | 132143 [ DI
L5DG2-17 | 6" | 159169 | DI
LSDG2-18| - | 198202 | DIN
L5DG2-19] - | 210-215 [ DIN

L3065 20| & | 625 | DING

Features and Benefits:

» Two-piece pipe clamp with lining

» Locking screw secured against loss.

» Better adaptation to different pipe cross sections due to two locking screws.
» Electro zinc plated (5-10um)

» Locking screw: Flat head screw with combination recessed head

» Fire behavior DIN 4102 class B2

204—
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Tighten Material
Range D(mm) Dimension (bxs)

SDG3-04[ 1" | 3136 | DINENT0130 | [ ms 13

SDG3-05 174" | 3844 | DINENTOBO | 1720 | M8 | 13 |52

SDG3-06 [11/2"| 4450 | DINENTOBO | %20 | M8 | 13|58 [93 [ 25 | 08 | 5506 |
[SIEG3 770 2] =57 1PIN EAT1O1303] NUINT20 N [N H2 M 120 72631/ RIOTR =S 0 [RO/S W s =x15 0

Features and Benefits: Rubber Profile:

» Two-piece pipe clamps with lining

» The efficient fastener for easy pipe attachment
» Quick-fastening

» Self locating with captive washer

» Locking screw secured against loss

» Electro zinc plated (5-10um)

» Noise insulating lining EPDM rubber

> Noise insulation according to DIN 4102 class B2
> Fire behavior DIN 4102 class B2

» Extruded profile

» Chlore - free

> Resistant to ozon UV, weather and sea water
» Temperature resistance from - 50°C to 110°c
» Shore A hardness 50+5

>



(With Combi Nuts&Rubber Profile)

Technical Specifications

Product Size Tighten Material Material
Code (Inch) | Range D(mm) Dimension (bxs)

Features and Benefits:

» Two-piece pipe clamps with lining

» The efficient fastener for easy pipe attachment
» Quick-fastening

» Self locating with captive washer

> Locking screw secured against loss

> Electro zinc plated (5-10um)

» Noise insulating lining EPDM rubber

» Noise insulation according to DIN 4102 class B2
» Fire behavior DIN 4102 class B2

» Connecting nut with combination thread M8/M10

i
I
| -
- I- -
-A =
bl — =z Y
@—Or—o)-
I"._ _.' [}
e
=
Hanging Nuts | SW | H L Breaking | Recommended | Connection
(A) Load (kN) Load (kN) Screw (C)

Rubber Profile:

» Extruded profile

» Chlore - free

» Resistant to ozon UV , weather and sea water
» Temperature resistance from - 50°C to 110°c
» Shore A hardness 50+5



Product
Code

Technical Specifications

Material
Dimension (bxs)

Tighten Material

Range D(mm)

ST DG3 - 01 DIN EN 10130

STDG3-02 ﬂﬂ-m-m_mmm“m
STDG3-03| 3/4" | 2328 [DINEN10130| 120 [7x70 101 | 71 | 25 | 08 | 556 |
| 3136 | DINEN10130 |

STDG3-04| 1" |

Breaking | Recommended
Load (kN) Load (kN)

Connection
Screw (C)

| 20 | 7x70 | m [795] 25 | 08 | 55x16

STDG3-05 | 11/4" | 38-44 m-m_mm-m_m

STDG3-06 | 11/2" | 44-50 | DINEN10130 |

| 20 [ 7x70 | 123 | 93 | 25 |

Srocs-o7| 2 | sses [onentoso | a0 | 7ero | 1ss | o | 55 | o | sare

Features and Benefits:

» Two-piece pipe clamps with welded threaded shoulder woodscrew
» The efficient fastener for easy pipe attachment

> Quick-fastening

» Self locating with captive washer

> Locking screw secured against loss

» Electro zinc plated (5-10um)

» Noise insulating lining EPDM rubber

> Noise insulation according to DIN 4102 class B2

> Fire behavior DIN 4102 class B2

Rubber Profile:

» Extruded profile

» Chlore - free

> Resistant to ozon UV, weather and sea water
» Temperature resistance from - 50°C to 110°c
» Shore A hardness 50+5

» 20



(With Welding Wood Screw&Rubber Profile)

ENALENATURRR LR LAY

9==CL

Technical Specifications

Product Size Tighten Material Material Hixe H L Breaking | Recommended | Connection
Code (Inch) | Range D(mm) Dimension (bxs) Load (kN) Load (kN) Screw (C)

viosyo [ e | s omemoo| uzo [neoolw lss| 25 | oo [ s |

_UTDG3-02] | DINEN10130 |  1x20 | 7x100 | 126 | 62 |

UT DG3 - 03 .zm.mmm-m- 7x100 mﬂ-“m
UTDG3-04] 1 | 336 [ DINENT0130 | 120  [7x100 | 141 | 795] 25 | 08 | 55x6 |
UT DG3 - 05 38-44 mmm-za_ 7x100 mm-z_m
UTDG3-06 11/2" | 4450 IDINENT0IS0 | 120 I7xi00[153]1 93 | 25 |

o3 or| 2 | sses [ oNENToso | a0 7o Tes [ o7 | 55 | o | s

Features and Benefits: Rubber Profile:

» Two-piece pipe clamps with welded threaded shoulder woodscrew » Extruded profile

» The efficient fastener for easy pipe attachment > Chlore - free

» Quick-fastening » Resistant to ozon UV, weather and sea water
» Self locating with captive washer » Temperature resistance from - 50°C to 110°c
» Locking screw secured against loss > Shore A hardness 50+5

» Electro zinc plated (5-10um)

» Noise insulating lining EPDM rubber

» Noise insulation according to DIN 4102 class B2
» Fire behavior DIN 4102 class B2

24 <




VENTILATION DUCT CLAMPS

(With Rubber&Nuts)

Features and Benefits:

» Two-piece pipe clamp with lining

» Locking screw secured against loss.

» Better adaptation to different pipe cross sections due to two locking screws.
» Electro zinc plated (5-10um)

» Noise insulating lining EPDM rubber

» Noise insulation according to DIN 4109

» Locking screw : Flat head screw with combination recessed head

> Fire behavior DIN 4102 class B2

Rubber Profile:

> Extruded profile

» Chlore - free

i » Resistant to ozon UV, weather and sea water
» Temperature resistance from - 50°C to 110°c
» Shore A hardness 50+5

Technical Specifications

Product
Code

Size Material Material Hanging Nuts | SW | H L Breaking | Recommended | Connection

(Inch) Dimension (bxs) (A) Load (kN) Load (kN) Screw (C)

| 150 | DINEN10130 |  15x20 | | 13 [160 | 198 | 0.8 |

| 160 [DINEN1O130 | 15x20 | M8 [ 13 172|215 | 08 | 12 [ Méxi8 |
180 [DINEN10130 | 15x20 | M8 [ 13191 [237 | 08 [ 12 [ M6xi8 |
| 200 | DINEN10130 | 15x20 | M8 [ 13210261 | 08 [ 12 | M6xi8 |
| 224 |DINEN10130 | 2x25 | M8 [ 13]237/289 | 08 [ 12 | M6x25 |
| 250 |DINEN10130 | 2x25 | M8 [ 13]270/305| 08 [ 12 [ M6x25 |
| 280 |[DINENT0130 | 2x25 [ M8 [ 13295[337 | 08 [ 12 [ M6x25 |
| 300 |DINEN10130 |  2x25 |

VD §-17

| 1000 | DINEN10130 | 25x25 |
1120 [ DINEN10130 m—-mm-
| 1250 | DINEN10130 | 25x25 | [ [1270[1318 | 1 |

m—-m—-_—
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(With Rubber&Combi Nuts)

Features and Benefits:

» Two-piece pipe clamp with lining
> Locking screw secured against loss. =
» Better adaptation to different pipe cross sections due to two locking screws.
» Electro zinc plated (5-10um)

> Noise insulating lining EPDM rubber

» Noise insulation according to DIN 4109

> Locking screw: Flat head screw with combination recessed head

» Fire behavior DIN 4102 class B2

» Connecting nut with combination thread M8/M10

Rubber Profile:

> Extruded profile
> Chlore - free
> Resistant to ozon UV , weather and sea water

» Temperature resistance from - 50°C to 110°c SE
» Shore A hardness 50+5 o a ,{
Lo
Technical Specifications
Product Size Material Material Hanging Nuts | SW | H L Breaking | Recommended | Connection
Code (Inch) Dimension (bxs) (A) Load (kN) Load (kN) Screw (C)

vocs-ot | 80 | DINENfoso| 15x20 | Me/mio |13 |86 124 | o6 | 12 | Mexs |
VDCS02| 90 | D 0 [ 1520 | M8/Mi0_| 13 [100 [ 136 | 06 | 12 | Méxis |
VDCS503 | 100 | D
VDCS04| 12 [T
VDCS05| 125 | O
VDCS506| 140 | O
VDCS507| 150 | O
VDCS508| 160 |
VDC509 | 180 |
VDCS0 | 200 |
VDCsi | 224 |
VDCS2 | 250 | @
VDCS13 | 280 | T
VDCS14 | 300 | T
VDCS5 | 355 [T
VDCST6 | 355 | C
VDCS7 | 400 | C
VDCS8 | 450 | T
VDCS19 | 500 | T
VDC520 | 560 | T
VDCS21 | 600 | O
VDCS522| 630 | O
VDCS23 | 70 |0
VDCS524] 800 | T
VDC525] 900 | T
VDC526 | 1000 | T
VDCS27 | 1120 | D
VDC528 [ 1250 |

30| 2x25 | M8/MI0_ |

30 | 2x25 [ M8/MI0 | 13 [270[305 | 06 | 12 | Méx25 |
0| 2x25 | M8/MIO | 13 [295[337 | 06 [ 12 | M6x25 |
0| 2x25 | M8/MI0 | 13 |315[357 | 06 | 12 | M6x25 |
-=-3:as-mmm-_-m&"
0




VENTILATION DUCT CLAMPS

(Without Rubber&Nuts)

» Two-piece pipe clamps with lining

Locking screw secured against loss.

Better adaptation to different pipe cross sections due to two locking screws.
Electro zinc plated (5-10um)

Locking screw : Flat head screw with combination recessed head

Fire behavior DIN 4102 class B2

el ﬂﬁé DB
1 Low

»
»
»
>
»

Technical Specifications

Product Size Material Material i Breaking | Recommended | Connection
Code (Inch) Dimension (bxs) Load (kN) Load (kN) Screw (C)

VD SL-01 mrmmmﬂmmm-_ M6x18

VD SL-02 M6x18
VD SL-03 .m_ M6x18
M6x18
M6x18
| 140 [ DINEN10130 |  1,5x20 | . M6x18
| 150 [ DINEN10130 | 15x20 | M8 | 131585[198 | 0.8 | M6x18
| 160 | DINEN10130 | 15x20 | M8 |13 [1705[ 215 | 0.8 | M6x18
| 180 | DINEN10130 | 15x20 | M8 | 13 [189.5] 237 | M6x18
VDSL-10 | 200 | DINEN10130 | 15x20 | M8 | 13 [2085| 261 | 0.8 | M6x18
VD SL-11 mm&_-ﬂ_m M6x25
VDSL-12 | 250 [ DINEN10130 | 2x25 | M8 [ 13 [268.5] 305 | M6x25
VDSL-13 | 280 [DINENT0130 [ 2x25 | M8 [ 13 [293.5] 337 | M6x25
VDSL-14 | 300 [DINEN10130 | 2x25 | M8 [ 13 |313.5] 357 | M6x25
VD SL-15 M6x25
VD SL-16 | 13 [368.5] M6x25
VDSL-17 | 400 |[DINEN10130 | 2x25 | M8 [ 13 [413.5] 457 | M6x25
VD SL-18 M6x25
VD SL-19 M10x30
VD SL-20 ] M10x30
VD SL-21 M10x30
VDSL-22 | 630 | DIN EN 10130 | M10x30
VDSL-23 | 710 [DINEN10130 | 25x25 | | 7235776 | 1 | 14 |
VDSL-24 | 800 |[DINEN10130 | 25x25 | [ [8135/866 | 1 | 14 |
VDSL-25 | 900 | DINEN10130 | 25x25 | [ [9135/96 [ 1 | 14 |
VDSL-26 | 1000 | DINEN10130 | 25x25 | [ [10135/1068 [ 1 | 14 |
VDSL-27 | 1120 [ DINEN10130 | 25x25 | [ 11385 m8 [ 1 | 14 |
VD SL-28 mm—-m--z-
VDSL-29 | 1400 | DINEN 10130 2,5x25 1,418.5) 1468 1

—>27



(Without Rubber&Combi Nuts)

L}

Features and Benefits:

» Two-piece pipe clamps with lining

» Locking screw secured against loss.

» Better adaptation to different pipe cross sections due to two locking screws.
» Electro zinc plated (5-10um)

» Locking screw: Flat head screw with combination recessed head

» Fire behavior DIN 4102 class B2

» Connecting nut with combination thread M8/M10

Technical Specifications

Hanging Nuts| SW| H L Breaking | Recommended | Connection
(A) Load (kN) Load (kN) Screw (C)

| me/mio | 13[8a5]124a | 06 | 12 | Mexs |
[ Me/Mio | 13 [985[ 136 | 06 | 12 | Mexis

Product Size Material Material

Code (Inch) Dimension (bxs)

vDesL-ot | 80 | DINEN10130 | 15x20 |
VDCSL-02 | 90 | DINENTOI30 | 1,5x20 |
VDCSL-03 | 100 | DIl
VDCSL-04 | 112 | DIl
VDCSL-05 | 125 | DI
VDCSL-06 | 140 | DI
VDCSL-07 | 150 | DI
VDCSL-08 | 160 | DI

VDCSL-09 | 180 | DI
VD CSL-10

VD CSL-11
VD CSL-12
VD CSL-13
VD CSL-14
VD CSL-15
VD CSL-16
VD CSL-17
VD CSL-18
VD CSL-19

1 305 | 06 |
) | 2x25 | M8/MI0 [ 13 /2935/337 | 06 | 12 | Mé6x25 |
) | 2x25 | M8/MI0 [ 13 [3135[/357 | 06 | 12 | Mé6x25 |
0| 2x25 | M8/MI0 | 133285/ 372 | 06 | 12 | M6x25 |
0| 2x25 | M8/MIO | 133685/ 412 | 06 [ 12 | M6x25 |
0| 2x25 | M8/MIO | 13[4135/457 | 06 | 12 | M6x25 |
0| 2x25 | M8/MIO | 134635/ 520 | 06 | 12 | M6x25 |
0| 2x25 | M8/MIO |13 [5135/565 | 08 | 14 | MIOx30 |

| 500 |
VDCSL-20 | 560 | DIl

30| 25x25 | M8/MIO | 13 [5735/625 | 0.8 | 1.4 | MIOx30

VDCSL-21 | 600 [ DIl

VDCSL-22 | 630 | DI

30| 25x25 | M8/MIO | 13 [6135/664 | 08 | 1.4 | MIOx30
08 | 14 | MIOx30 |

VDCSL-23 | 710 | DI

30 | 25x25 | M8/MI0O | 13 [643.5] 696 |
| 25x25 |

VDCSL-24 | 800 | DIN
VDCSL-25 | 900 | DIN
VDCSL-26 | 1000 | DIN
VDCSL-27 | 1120 | DIN

VDCSL-28 | 1250 | DI

| 7235|776 | 08 | 14 | 0|
I

VD CSL-29 | 1400 DI




AY DG2 PIPE CLAMPS /%2 &

(With Nuts&Rubber Profile)

Technical Specifications

Product Size Tighten Material Material HangingNuts | SW | H L |Connection| Connection| Breaking A Recommended
Code (Inch) | Range D(mm) Dimension (bxs) (A) Bolt Screw (C) | Load (kN) | Load (kN)

wvsooz-or [zyz| reso |omevoso| zes | wo |wler s | wess| wess| s | 2

AYSDG2-02 | 3" | | 2x25 [ M0 [ 17 [ 107 | 143 | M8x65 | M8x25 |
AY SDG2- 03 —-mz-nmmmmﬂ- | 17 | 19 [ 155 | M8x65 |
AYSDG2-04| 4" | 108-118 [ DINEN10130 |

AYSDG2-09 | - |

AY S DG2-10 mmmmmmmmmn-

Features and Benefits: Rubber Profile:

» Extruded profile
» Chlore - free

» Two part clamps with two locking bolts

The breaking load better nominal clamp _ » Resistant to ozon UV, weather and sea water
Better adaptation to different pipe cross sections due to two locking screws. » Temperature resistance from - 50°C to 110°¢
Electro zinc plated (5-10um) » Shore A hardness 50+5

Noise insulating lining EPDM rubber

Noise insulation according to DIN 4109

Locking screw : Flat head screw with combination recessed head
Fire behavior DIN 4102 class B2

Yy ¥Y vy vy vy vy Y

» 29




(With Combi Nuts & Rubber Profile)

Technical Specifications

Tighten Material Hanging Nuts H L | Connection| Connection| Breaking | Recommended
Range D(mm) Dimension (bxs) (A) Bolt Screw (C) | Load (kN) | Load (kN)

vcsooz-orlzizr| 14so |owenono | pes | wemo | liors| s | wewss | wees | o | 2

AYCSDG2-02| 3" | 8393 | | M8/Mi0 | 13 | 1185 |

—mmm-mmmm@mmn“
AYCSDG2-04| 4" | 108118 |DINEN10130 | 2x25 | M8/MIO | 13 [1345| 170 | M8x65 | M8x25 | 6 | 2
AYCSDG2-05| - | 1227 |DINEN10130 | 2x25 | M8/MI0 | 13 |1435| 178 | M8x65 | M8x25 | 6 [ 2 |
AYCSDG2-06| 5" | 13243 |DINEN10130 | 2x25 | M8/MI0 | 13[1625| 198 | M8x65 | M8x25 | 6 | 2
AYCSDG2-07| 6" | 159169 |DINEN10130 | 2x25 | M8/MI0 | 13[1895| 228 | M8x65 | M8x25 | 6 | 2
AYCSDG2-08] - | 198-202 |DINEN10130 | 2x25 | M8/MI0 | 13 |2225| 261 | M8x65 | M8x25 | 6 [ 2 |
AYCSDG2-09| - | 210215 |DINEN10130 | 2x25 | M8/MI0 | 13 [2355| 274 | M8x65 | Mex25 | 6 | 2

AYCSDG2-10| & | 2i6-225 | DINENTO0 | 2125 | Me/Mio | 13 |2375| 261 | Mexes | Mexes | & | 3

Material

Product Size
Code (Inch)

Features and Benefits:

Rubber Profile:

» Two part clamps with two locking bolts > Extruded profile

> Chlore - free

= ilelie il e el G T > Resistant to ozon UV, weather and sea water
> Better adaptation to different pipe cross sections due to two locking screws » Temperature resistance from - 50°C to 110°¢

» Electro zinc plated (5-10um) » Shore A hardness 50+5
» Noise insulating lining EPDM rubber

> Noise insulation according to DIN 4109

» Locking screw: Flat head screw with combination recessed head

» Fire behavior DIN 4102 class B2

» Connecting nut with combination thread M8/M10

30 «




Worm gear clamps with tilting housing ideal product for quick
application especially for pipes or hoses of large diameters.

Material Specification:

Band Material : Stainless steel 430
Band Thickness 10,60 mm.

Band width 9 mm.

Band length :30 mt.

Locking device material : DIN EN 10130 nickel-plated
Locking screw material : Cql5 zinc plated Cr+3



&Eﬁh

Technical Specifications

F S| A|D E | B |C

oo 5] 21| » 1>

*2,5 mm thickness is our standard product,
2 mm and 3 mm sheet metal thickness can be produced upon request.

G Clamp

> DIN EN 10111 - Continuously hot rolled low carbon steel sheet
and strip for cold forming.

» Clamps are designed specifically for high strength. » |SO 898-1 Mechanical properties of fasteners made of carbon
» On the air ducts is used connect to each other flange profiles. steel and alloy steel-Bolts screws and with specified property
» Provides an easy and fast to assembly. classes.

» Electro-zinc plated. (10-12 Micron)

L2 | L1 L g£n anm

M8x80
M8x100
M8x110
M8x120

M10x100
M10x110
M10x120

32 <



The expectations of our customers, legal requirements and our company instructions
are determining the quality of our products and services. Tork Ltd possesses a very
good functioning and a very effective management system which is in accordance
with the requirements of the DIN EN ISO 9001:2008 standard.

Every single employee in our company feels responsible about the quality of our
products. A deeply reliable expertise, suitable training and developing measures
and the high motivation level of every single employee are showing the individual
responsibility and liability of our company against our customers. The quality
management is kept alive every day by every single employee of our company.
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TORK BAGLANTI ELEMANLARI
SANAYI VE TICARET LIMITED SIRKETI

ORGANIZE DERI SANAYI BOLGESI
20YOL 11/3 PARSEL
34956 TUZLA/ ISTANBUL TURKEY
Phone: +90 (216) 394 02 38
Fax: +90 (216) 394 02 39
e-mail: tork@torkclamps.com

web: www.torkclamps.com
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